












Figure 1: Main Floor Camera Locations

MEMORANDUM

To: Jason Dykstra, CBO, Town of Goderich Project No.: 2158.00

Re: Security Upgrades at Huron County Courthouse File No.: 04

Sent by: B. Youmans Fax Courier Mail Email Hand Date: 09 February 2024

Including this cover sheet, this correspondence consists of   X    pages.

Enclosed please find a plan and related information for a proposed security camera system installation at the
Huron County Courthouse, 1 Courthouse Square, Goderich.  Infrastructure Ontario has requested Lobo
Security Consulting to design, tender and administer the installation of a security camera system in the Huron
County Courthouse and on the exterior of the building.  It is our understanding that the proposed work does
not require a building permit, however, due to the courthouse being in the Downtown Heritage District we are
requesting review of the proposed exterior camera installation by the Heritage Committee prior to executing
the work.

The intent is to provide wall mounted security cameras at 9 locations shown on the main floor plan below. The
intent is that the cameras are mounted to the wall with control boxes on the building interior and connection
feeding through a single penetration through the wall into the camera mount.  The camera mount is secured
to the wall with screw fastening.  Images of the proposed products to be used are included below. The camera
locations are generally proposed to be 12 feet above ground. Two types of cameras are proposed corner
mounted panoramic units at the four building corners and wall mounted units at the entrances and overlooking
the roof areas to the east and west.

Figure 2: Dome Camera and Wall Mount

Figure 3: Panoramic Camera and Corner Mount
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Figure 4: Typical Corner Mount Location

Figure 5: Entry Mount Location

The security cameras are relatively small with the dome camera 4" high and 4 1/4" in diameter and projecting 
12 3/4" off the wall using the wall mount shown. The panoramic camera is 3 5/8" high and has a diameter of
10" and will project off the corner approximately 12". 

AAA has reviewed the guidelines for alterations to building within the heritage district and offer the following
opinion.  The proposed work does not propose major alterations to building materials, heritage character or 
history.  Overall the camera units in relation to the building are quite small and the placement of cameras on
the facade will not make significant impact to the overall aesthetic of the building. 

AAA has discussed the proposed installation locations and has recommended to Lobo Security Consulting
that the locations selected should be done to minimize the damage to existing stone units, ensure that all
penetrations and screw mounts should be limited to a single stone unit and minimize the number of
penetrations at each camera location by mounting control boxes on the interior of the building. It was also
proposed that the locations selected should be on the smallest stone possible, so that in future should
cameras be removed, the repair is limited to smaller units and be as reversible as possible. The photo
examples below illustrate the intent of stone selection.

Approximate location of corner mount -
mounting location should be on as small a
stone as possible and be limited to a single
stone.

Wall mount should be located within
the inner panel between the door and
projecting pilasters, selecting a
smaller stone unit and limiting damage
to one stone only.
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